
Input Voltage/Phase/Frequency               V / P / HZ                  230 / 1 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  200 / 28 / 40                                                                        


Amps Input At Rated Output                     A                                31.1


Output Range/OCV                                    A / V                          20-200 /65    


Dimension                                                L*W*H(mm)                232*107*177


Net Weight                                                KG                             2.15

M 01MINI200

Super handy and energy saving


Auto Protection against Over-Voltage and Over-Current.        


Outstanding ARC stability with low spatter


With Hot start, Anti stick.


Latest IGBT technology

With Suitcase packing

1

Earth Clampset with 1.5M cable


Welding holder set with 2.5M cable


Suitcase / Tool case

Package Includes

in

Input Voltage/Phase/Frequency               V / P / HZ                  230 / 1 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  200 / 28 / 60                                                                        


Amps Input At Rated Output                     A                                31.1


Output Range/OCV                                    A / V                          20-200 /65    


Dimension                                                L*W*H(mm)                313*135*255


Net Weight                                                KG                              3.5

M 02MAX 200

Light weight and portable


Auto Protection against Over-Voltage and Over-Current.        


Outstanding ARC stability with low spatter


With Hot start, Anti stick.

1

Latest IGBT technology

Earth Clampset with 1.5M cable


Welding holder set with 2.5M cable


Package Includes

in

A-1ARC 225 IL

Outstanding Arc Stability with Low Spatter.


Auto Protection against Over-Voltage and Over-Current.        


Super Portable and Energy Saving.


Compatible with generator.
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Package Includes
Earth Clampset with 1.5 meter cable.

Welding holder set with 2.5 meter cable

Input Voltage/Phase/Frequency               V / P / HZ            230 or 415 / 1 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  225 / 29 / 60                                                                        


Amps Input At Rated Output                     A                               36.3@230V 


                                                                                                  20.1@415V


Output Range/OCV                                    A / V                           30-225 / 75   


Dimension                                                L*W*H(mm)                235*156*213


Net Weight                                                KG                              3.55

inin

Input Voltage/Phase/Frequency               V / P / HZ                  230 / 1 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  250 / 30 / 60                                                                        


Amps Input At Rated Output                     A                                41.7


Output Range/OCV                                    A / V                    30-250 /65 or 12(VRD)   


Dimension                                                L*W*H(mm)                370*160*280


Net Weight                                                KG                              5.4

A-2ARC 250 IS

Outstanding Arc Stability with Low Spatter.


Auto Protection against Over-Voltage and Over-Current.        


Can be used for 3.15mm electrode continuously.


VRD option available.


1

Package Includes
Earth Clampset with 1.5 meter cable.

Welding holder set with 2.5 meter cable

in

Input Voltage/Phase/Frequency               V / P / HZ            230 or 415 /1 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  280 / 31.2 / 60                                                                        


Amps Input At Rated Output                     A                             48.6@230V 


                                                                                                        26.9@415V


Output Range/OCV                                    A / V                       30-280 / 24 (VRD)    


Dimension                                                L*W*H(mm)             405*174*290


Net Weight                                                KG                             6.7

A-3ARC 280 IL

Latest Engineered Product


Auto Protection against Over-Voltage and Over-Current      


Can be used for 3.15mm electrode continuously


Adjustable ARC force


Compatible with generator

High Quality

Consistent Performance

Guidance Support
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in

Input Voltage/Phase/Frequency               V / P / HZ                  415 / 3 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  330 / 29.6 / 60                                                                        


Amps Input At Rated Output                     A                                33.6


Output Range/OCV                                    A / V                    30-330 /75 or 12(VRD)    


Dimension                                                L*W*H(mm)                490*220*380


Net Weight                                                KG                              10.35

A - 5ARC 330 I

Outstanding Arc Stability with Low Spatter.


Auto Protection against Over-Voltage and Over-Current.        


High duty cycle.


ARC force adjustable.


VRD option available.



High Quality

Consistent Performance

Guidance Support


in

Input Voltage/Phase/Frequency               V / P / HZ                  230 / 1 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  330 / 29.6 / 60                                                                        


Amps Input At Rated Output                     A                                60.9


Output Range/OCV                                    A / V                    30-330 /75 or 12(VRD)  


Dimension                                                L*W*H(mm)                490*220*380


Net Weight                                                KG                              10.5

A - 4ARC 330 IS

Outstanding Arc Stability with Low Spatter.


Auto Protection against Over-Voltage and Over-Current.        


High duty cycle.


ARC force adjustable.


VRD option available.


1

High Quality

Consistent Performance

Guidance Support


in

Input Voltage/Phase/Frequency               V / P / HZ            230/415  1P/3P   50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  330 / 29.6 / 60                                                                        


Amps Input At Rated Output                     A                                60.9 @ 230V


                                                                                                    33.6 @ 415V


Output Range/OCV                                    A / V                    30-330 /75 or 12(VRD)  


Dimension                                                L*W*H(mm)                490*220*380


Net Weight                                                KG                              11

A - 6ARC 330 IL

Outstanding Arc Stability with Low Spatter.


Auto Protection against Over-Voltage and Over-Current.        


High duty cycle.


ARC force adjustable.


VRD option available.


High Quality

Consistent Performance

Guidance Support
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in

Input Voltage/Phase/Frequency               V / P / HZ           230/415  1P/3P  50-60 


Output Current/Voltage/Duty Cycle          A / V / %                 365 / 34.6 / 80                                                                        


Amps Input At Rated Output                     A                               69.9 @ 230V 


                                                                                                   38@415V 2wires


                                                                                                   22.5@415V 3wires


Output Range/OCV                                    A / V                       30-365/24 (VRD)  


Dimension                                                L*W*H(mm)                420*210*395


Net Weight                                                KG                              8.46

A-7ARC 365 GT

Outstanding Arc Stability with Low Spatter.


Auto Protection against Over-Voltage and Over-Current.        


Wide Range for Input Voltage: 230V/415V ± 15%.


Adjustable ARC force


Compatible with generator

High Quality

Consistent Performance

Guidance Support
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in

Input Voltage/Phase/Frequency               V / P / HZ                  415 / 3 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  400 / 36 / 80                                                                        


Amps Input At Rated Output                     A                                25.6


Output Range/OCV                                    A / V                          25-400 /75    


Dimension                                                L*W*H(mm)                480*240*430


Net Weight                                                KG                              19

A-8ARC 400 CI

Outstanding Arc Stability with Low Spatter.


Auto Protection against Over-Voltage and Over-Current.        


Super Portable and Energy Saving.


ARC force adjustable.


High Quality

Consistent Performance

Guidance Support


Latest  technologyIGBT MODULE

in

Input Voltage/Phase/Frequency               V / P / HZ                  415 / 3 / 50-60 


Output Current/Voltage/Duty Cycle          A / V / %                  400 / 36 / 80                                                                        


Amps Input At Rated Output                     A                                25.6 


Output Range/OCV                                    A / V                          30-400 /75    


Dimension                                                L*W*H(mm)                490*235*500


Net Weight                                                KG                              20

A-9ARC 400 I

Heavy Duty Rugged Machine.      


Suitable for continuous welding of 4.0mm electrode.


ARC force adjustable.


Compatible with Generator.


Can be used with Remote.


With VRD function.


High Quality

Consistent Performance

Guidance Support


Latest  technologyIGBT MODULE

in

Input Voltage/Phase/Frequency                    V / P / HZ                 415 / 3 / 50-60 


Single st. Output Current/Voltage/Duty Cycle            A                       400 / 36 / 80                                                                        


Parallel st. Output Current/Voltage/Duty Cycle          A                       630 / 45.2 /80


Amps Input at Rated Output                               A                         50.7   


Output Range/OCV                                         A / V                   30-400 /75  at seperated


                                                                                                 30-630 /75  at together


Dimension                                                      L*W*H(mm)             490*235*500


Net Weight                                                     KG                            26.2

A-10ARC 630 I 

Robust Construction.


Auto Protection against Over-Voltage and Over-Current.        


Reliable and dependable for continuous welding.


Super Portable and Energy Saving.


Single power source can serve two welder at a time.



High Quality

Consistent Performance

Guidance Support


Latest  technologyIGBT MODULE

in

HIGH QUALITY 

M A C H I N E S
ARC WELDING 

W E L T R O N I X


“Latest based Technology.”INVERTER 

in

www.weltronix.in


